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These drawings are specific to Waste Water Heat Recovery for Showers (WWHRS).  Recoup Energy Solutions Ltd do not hold any responsibility for the design or M&E 
integration of WWHRS to the cold water services.  It is the responsibility of the installer to read the specification and installation instructions. 
WWHRS drawings and installation documentation must be adhered to.  THIS DRAWING REMAINS THE PROPERTY OF RECOUP ENERGY SOLUTIONS LTD.
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Shower waste in

Preheated water out

Recoup Pipe HEX Rd

Soil Stack

Mains cold water in

Waste water out

Thermostatic
Shower Valve

Domestic hot water in

Shut off valve
(Not supplied)

Double check valve
(Not supplied)

Shut off valve
(Not supplied)

Pipe HEX Rd Active Buffer
Ø 177mm, H=226mm, 130mm on top of Pipe HEX

Sanishower Flat
Pump

L=295mm, W=162mm
H=144mm

Sanishower Flat
Shower Trap

21.5mm pipe 

21.5mm straight coupling 
(Ensure discharge valve is not blocked)

32mm pipe
(Minimum 3% fall)

Maximum 3m

Maximum 1m Maximum 2m

Pipe configuration B

Pipe configuration A

Use 135° coupling connectors
(Do not use 90° couplings)

Pump to Buffer Pipework
Pipe configuration A or B can be used
but any required horizontal travel needs
to start at the highest point possible.

Use 135° coupling connectors
(Do not use 90° couplings)

40mm waste input
(57mm to bottom of pipe)


